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Student & Staff Apartment, Chicago, Illinois. 
Skidmore, Owings & Merrill, Architects. 


an economical window .. . 
series 300 


This window was designed to meet a demand for a 
low-cost unit meeting the DH-A2 requirements of the 
Aluminum Window Manufacturers Association. It is 
manufactured only in the sizes listed below and 
special sizes will not be considered. Furnished in any 
standard muntin arrangement. Window cleaner bolts 
are available. at jambs or mullions as required. 
Normal interior trim, stools, etc., are available. 


For the architect requiring economy on structures 
where standard sizes and relatively small windows 
are satisfactory. Small hospitals, and office buildings, 
as well as dormitories and hotels, have used many 
of these units. 
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700-900 series 


fendered full size details 
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types and sizes 


Stock sizes are shown below with accompanying glass sizes. Those 
sizes shown in red are considered standard, but not stocked. All 
900 series units are custom built but cost and delivery is helped 
if the sizes indicated for the 700 series are maintained. 
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types and sizes 
When 4” plate or %4” insulating glass is used consult factory for details. 
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reversible 
aluminum windows 


1500 series 
half full size details 


half size details 








100 series 
ribbon windows 


typical 


The series 100 ribbon window completes 


sash the Cupples’ line. The sash, hardware, 
arrangements 


and operating parts are identical to the 
700 series. All of the advantages of 
metal bead glazing, heavy sections and 
argon welded corners are incorporated 
in this unit. In addition, a resilient Koro- 
seal weatherstrip has been added to the 
frame to guarantee a particularly low 
air infiltration. 


These standard units have been used on 
schools throughout the country. Many 
variations and special fenestration prob- 
lems may be solved by using these basic 
sections. One interesting adaptation is 
the replacement of the projected vents in 
the frames with horizontal sliding units. 
For special designs of this type and 
others, please consult our engineering 
and design division. 





installation architect 


Jefferson St. Elementary 
School, Warren, Pa. 


Elementary School, Hitchcock & 


Lawrie & Green 


Laramie, Wyoming 
Riedman Memorial School, 
Hartford City, Indiana 
Enslow Elementary School, 

Huntington, W. Va. 
Skaneateles Jr. Sr. 
High School, New York 
George Williams College, 
Chicago, Illinois 
St. George Parish School & 
Convent, St. Louis, Mo. 
Lutheran Memorial Center, 
St. Paul, Minnesota 
Women's Hospital, 
Detroit, Michigan 
Taylor Township High School, 
Taylor Township, Mich. 
Abraham Lincoln School, 
Royal Oak, Michigan 
Andrew Johnson School, 
Kingsport, Tennessee 


Hitchcock 
Hemmert & 

McConnaugh 
Frampton & 

Bowers 
Beardsley & 





Beardsley 





Ekroth, Martorano 
& Ekroth 


A, F. & Arthur 
Stauder 

Max & Gerald 
Buetow 

O'Dell, Hewlett & 
Luckenbach 

E. M. Smith 


O'Dell, Hewlett & 
Luckenbach 


Allen N, Dryden 
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